


TuffyHP, High Performance Round Slings

No gimmicks, just perfomanance
Tuffy Flexi-Grip® Round Slings

Economical answer to difficult loads
TuffyHP round slings combine the superior 

flexibility of the Flexi-Grip with high 

performance super-aramid fibers that 

make up the TuffyHP to give you a lighter, 

stronger, less bulky, flexible lifting sling to 

accommodate a wide variety of difficult 

loads. The flexibility and compact size 

promote rigging speed and allow for easy 

storage and transportation. 

Superior materials 
produce exceptional 
results
TuffyHP round slings are manufactured 

using the same proven and familiar process 

used for over 10 years in the Flexi-Grip 

product line, but now with the introduction 

of engineered, high-performance inner 

super-aramid fibers, encased in an abrasive 

resistant jacket, high performance round 

slings take on a whole new level of lifting 

capabilities.

High heat resistance
TuffyHP round slings maintain good 

properties even under high temperature 

rigging environments up to 350° F, 

while other high performance 

synthetic slings may begin 

to deteriorate at 200° F.

Two product lines for value and dependable performance

TuffyHP, High Performance Round Slings

No gimmicks, just perfomance
Tuffy Flexi-Grip® Round Slings

Economical answer to difficult loads
Unsurpassed 
Strength to Weight 
Ratio
TuffyHP round slings exhibit super high 

strength when compared to other sling 

materials of the same weight. TuffyHP 

slings are 8 times as strong as steel and 

3 times as strong as polyester or nylon. 

Lower overall sling weights result in faster 

rigging times, increased rigger safety during 

transport and the rigging process, and 

a higher load capacity per lift since less 

weight is required for the sling itself.

Sling fatigue & 
stretch resistance

The TuffyHP super-aramid fiber 

round sling has a longer service life 

when compared to other high 

strength slings and maintains 

a stretch factor of less than 1% at 

its rated capacity.  This enables 

precise load control that minimizes 

adjustments for stretch and reduces 

headroom problems of your lift.

Chemical resistance
The high performance super-aramid fibers 

used in TuffyHP round slings exhibit high 

resistance to both acids and alkalis as well 

as organic solvents.  They are also stable 

against seawater and steam and show good 

hydrolytic resistance.

Adjustable wear pads 
& safety - all standard
In addition to the already tough exterior, 

TuffyHP round slings all receive two heavy 

duty adjustable wear pads to protect lifting 

eyes and to increase abrasion resistance. 

For maximum visibility and safety, each sling 

is stenciled with the model number which 

easily identifies the vertical lifting capacity 

and is tagged with full capacities and usage 

information.

We’ve combined “flexible” and “grip” to give 

you Flexi-grip®, the round sling that lifts many 

loads most other types of slings can’t.  The 

Flexi-grip wraps easily around just about any 

shape and size and grips the load with ease, 

hugs it tight (especially in a choker hitch) and 

lifts with security and flexibility like no other.

All-polyester 
construction

The all-polyester 

construction of Tuffy 

Flexi-grips virtually 

eliminates moisture 

absorption, rot and 

mildew for long service 

life. They feature a relatively 

low stretch (3% maximum at 

its rated capacity) and returns to 

original length.

Polyester also offers good resistance 

to common industrial acids (except 

concentrated sulfuric acid) and hot 

bleaching solutions. You can use Flexi-grip 

slings in the presence of many common 

chemicals such as alcohol, dry cleaning 

solvent, hydrocarbons, halogenated 

hydrocarbons, ketones, crude oil, lubricating 

oils, soaps, detergents, seawater and weak 

alkalis.  When using Flexi-grips you should 

avoid high temperatures above 194° F 

or –40° F, sharp edges, overloading, and 

strong alkalis.

Color-coded by 
capacity
Every Flexi-grip sling is encased in a color-

coded double-layer polyester jacket which 

protects the internal load-bearing fibers 

from abrasion and wear while protecting 

against ultraviolet degradation.

Inspect your slings 
regularly
Before each lift (as you would do with any 

sling), visually inspect your Flexi-grip and 

your TuffyHP Round Sling for any damage.  

Remove sling from service if you see:

- Missing or illegible identification tag

- Melting, charring, weld spatter, acid or 

alkali burns

- Holes, tears, cuts, embedded particles, 

abrasive wear or snags that expose the 

sling’s core yarns.

- Fittings that are damaged, stretched, 

cracked, pitted or distorted in any way.

- Any visual damage causing doubt as to 

the sling’s strength.

- Sling being loaded beyond its rated 

capacity.

- Round slings are not designed for turning  

or shifting loads.

Failure to follow proper care, use and 

inspection criteria may result in 

personal injury. Do 

not exceed rated 

capacities.

Less than  

1%
s t r e t c h

Specifications and rated capacity in pounds.

Web Color Model #

Approx. 
body 

diameter in 
inches

Approx 
body wt./ft. 

pounds Vertical Choker Basket 60° 45°

Orange TuffyHP-10 1.00 0.28 10,000 8,000 20,000 17,300 14,100

Orange TuffyHP-15 1.25 0.41 15,000 12,000 30,000 26,000 21,200

Orange TuffyHP-20 1.25 0.47 20,000 16,000 40,000 34,600 28,230

Orange TuffyHP-30 1.50 0.78 30,000 24,000 60,000 52,000 42,400

Orange TuffyHP-40 2.25 1.08 40,000 32,000 80,000 69,300 56,500

Orange TuffyHP-50 2.25 1.15 50,000 40,000 100,000 86,600 70,700

Orange TuffyHP-60 2.50 1.36 60,000 48,000 120,000 103,900 84,800

Orange TuffyHP-70 2.50 1.52 70,000 56,000 140,000 121,200 99,000

Orange TuffyHP-90 3.00 1.97 90,000 72,000 180,000 155,900 127,300

Orange TuffyHP-100 3.00 2.12 100,000 80,000 200,000 173,200 141,400

Orange TuffyHP-120 3.50 2.52 120,000 96,000 240,000 207,800 169,700

Orange TuffyHP-150 3.50 3.01 150,000 120,000 300,000 259,800 212,100

   *always review sling tags for most recent working load limits

Specifications and rated capacity in pounds.

Color 
Code Model #

Approx. 
body 

diameter in 
inches

Approx 
body wt./ft. 

pounds Vertical Choker Basket 60° 45°

Purple TuffyFG-0600 0.60 0.30 2,600 2,100 5,200 4,500 3,700

Green TuffyFG-0800 0.80 0.40 5,300 4,200 10,600 9,200 7,500

Yellow TuffyFG-1000 1.00 0.50 8,400 6,700 16,800 14,500 11,900

Tan TuffyFG-1200 1.20 0.60 10,600 8,500 21,200 18,400 15,000

Red TuffyFG-1300 1.30 0.80 13,200 10,600 26,400 22,900 18,700

White TuffyFG-1400 1.40 0.90 16,800 13,400 33,600 29,100 23,800

Blue TuffyFG-1550 1.55 1.20 21,200 17,000 42,400 36,700 30,000

Orange TuffyFG-1750 1.75 1.50 25,000 20,000 50,000 43,300 35,400

Orange TuffyFG-1950 1.95 2.00 31,000 24,800 62,000 53,700 43,800

Brown TuffyFG-2350 2.35 2.80 40,000 32,000 80,000 69,300 56,600

Brown TuffyFG-3150 3.15 3.60 53,000 42,400 106,000 91,800 74,900

Black TuffyFG-3950 3.95 4.60 66,000 52,800 132,000 114,300 93,300

Black TuffyFG-4800 4.80 5.80 90,000 72,000 180,000 155,900 127,300



Round Slings That Perform
Tuffy Flexi-Grip® and TuffyHP - superior strength, managability, and value.

How to order
All slings are measured pull point to pull point, 
TuffyHP and Flexi-grip slings are measured the 
same. The inside endless loop measurement 
is the length of the sling. To order, specify part 
number and length measured pull to pull.

Example: TuffyHP-10 x 6
This would be a Tuffy HP Round Sling with a 
10,000 lb. Capacity x 6 ft. long (pull to pull)

Example: FG-1200 x 6
This would be a Flexi-Grip Round Sling with a 
10,000 lb. Capacity x 6 ft. long (pull to pull)

For more information, call 817-284-2813

www.tuffyweb.com

A division of American S.C.I.
Fort Worth, Texas
Copyright © 2005 Tuffy Web Products.
All rights reserved.

Warranty
 Any warranty, expressed or implied as to 
quality, performance or fitness for use is always 
premised on the condition that the published 
rated capacities apply only to new, unused 
slings and assemblies, that the mechanical 
equipment on which such products are used 
is properly designed and maintained, that 
such products are properly stored, handled, 
used and maintained, and properly inspected 
on a regular basis during the period of use.

 Seller shall not be liable under any cir-
cumstances for consequential or incidental 
damages or secondary charges including but not 
limited to personal injury, labor costs, a loss of 
profits resulting from the use of said products 
or from said products being incorporated in or 
becoming a component of any other product.
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